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Water disinfection for the beverage industry, agro-industry, drinking water and process water

Equipment from 80 W to 4800 W

Advanced water disinfection technology, high intensit?/
UVC 253.7nm inside the equipment guarantees complete
water disinfection.

Stainless steel body in 304 and 316 versions,

recommended water transmittance between 90-99% /cm.

UVC sensor (optional) measurement in uw/cm2 of the
radiation density in the farthest part of the lamp.

Flows to be treated with a single unit from 5-480 m3/h
DN25 to DN250.

Cross flow system to create a helical current that
surrounds the lamps.

Field of application

« Drinking water, process water in beverage bottling plants, Agribusiness, water system in the

pharmaceutical manufacturing industry.

: Water for fish and shrimp hatcheries.

Electrical panel for operation of the single-phase 110-220V 50/60Hz UV autovoltage system.

« Low operating cost thanks to high-performance irradiators and long life: 12,000 hours; Light254

consumes little energy and has high UV performance.

Key benefits

High radiation density up to 50,000 uW/cm2.
On-Off ignition.

Quartz coating to protect the lamps.

Zero 0zone emissions.

High Output: 800 mA current to compensate for

external temperature changes. Maximum
operating pressure 1FFF6 Bar.
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Technical data

Model Power  Water flow Length Diameter  Current IN/OUT Lifespan
w m3/h mm mm mA/lamp mm horas

SSUV-BS5T40 2x40 5.0 906 101 800 DN25 12000
SSUV-BS8T40 3x40 8 906 159 800 DN40 12000
SSUV-BS12T40 4x40 12 906 159 800 DN50 12000
SSUV-BS15T80 5x40 15 906 219 800 DN65 12000
SSUV-BS20T80 3x80 20 906 101 800 DN65 12000
SSUV-BS25T80 4x80 25 906 159 800 DN65 12000
SSUV-BS15T120 2x120 15 1220 159 800 DN65 12000
SSUV-BS25T120 3x120 25 1220 159 800 DN8O 12000
SSUV-BS45T120 5x120 45 1220 155 800 DN80 12000
SSUV-BS50T150 4x150 50 1630 219 800 DN100 12000
SSUV-BS80T150 6x150 80 1630 219 800 DN100 12000
SSUV-BS100T150 7x150 100 1630 219 800 DN100 12000
SSUV-BS125T150 9x150 125 1630 273 800 DN150 12000
SSUV-BS150T150 11x150 150 1630 325 800 DN150 12000
SSUV-BS200T150 15x150 200 1630 325 800 DN150 12000
SSUV-BS480T320 15x320 480 1630 405 800 DN250 12000

Voltage 90-264 V 50/60Hz. o

Control type on-off.

HACCP protection Quartz ;';;.

Allowed ambient temperature 1-40°C

transmittance 90-99%.

Protection type IP 68
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