


SPECIFICATIONS
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The 222nm ultraviolet band emitted by UVC destroys the DNA and RNA structures of bacterial viruses and plays a purification role.

Power

Input voltage

Input frequency

Wave length

Radiation intensity
(0.3 meters)
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Working temperature
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Ground

Side view Front view

Purification principle

Product parameters
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Product parameters
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270mm ( 10.63 ” )
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52mm ( 2.05 ” )
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The American Association of Governmental Industrial Hygienists (ACGIH) has published a new document revising its UV hazard
function and dose limits.Among them,the dose limit in the far ULTRAVIOLET band was greatly increased,and the daily irradiation limit
at 222nm was increased from 22mJ/cm² to 160 mJ/cm²(corneal irradiation) and 478mJ/cm²(skin irradiation),which was effectively
extended Exhibition of far ultraviolet products in air purification,surface and water purification and other fields of promotion and
application,and make ultraviolet purification application more safe.Compared to traditional 254nm uv solutions,222 nm uv does not
penetrate deep enough to harm skin or eyes.
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Product features
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The American Association of Governmental Industrial Hygienists (ACGIH) has published a new document revising its UV hazard
function and dose limits.Among them,the dose limit in the far ULTRAVIOLET band was greatly increased,and the daily irradiation limit
at 222nm was increased from 22mJ/cm² to 160 mJ/cm²(corneal irradiation) and 478mJ/cm²(skin irradiation),which was e�ectively
extended Exhibition of far ultraviolet products in air puri�cation,surface and water puri�cation and other �elds of promotion and
application,and make ultraviolet puri�cation application more safe.Compared to traditional 254nm uv solutions,222 nm uv does not
penetrate deep enough to harm skin or eyes.

Air elimination and surface elimination two in one.

The traditional 254nm puri�cation lamp on the market contains mercury, while 222nm excimer lamp does not contain mercury, 
and will not cause mercury leakage due to the broken glass of the lamp tube.

Características do 
produto
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04 PIR Intelligent sensor module:
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Product features

Gear mode

Gear 1

Gear 2

Gear 3

Tpye

Purification volume

Purification volume

Purification volume

Spatial scope 

15m³

15m³

15m³

Recommended 
purification time

90mins

90mins

120mins
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When a person walks inth the PIR sensor area, the uv lamp automatically goes o�.

Características do 
produto
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Ceilling mounting Wall mounting

Suitable for:elevators,conference rooms,toilets,corridors,stairs and other public places.

Product features

Installation method

Applications
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Características do 
produto

Método de instalação

Aplicação 
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13.5kg

Internal Show intent Inner box Show intent

Stack Show intent Carton show intent

8pcs

Packing

Model No.
G.W per carton

(kg)(Ibs=kgx2.2)
NW per lamp

(kg)(Ibs=kgx2.2)
GW per lamp

(kg)(Ibs=kgx2.2
Inner box size
(x0.0393=inch)

Outer box size  
(x0.0393=inch)

Quantity per 
carton

Disclaimer:
1.The ultraviolet rays of this product cannot be used for lighting purposes and in applications or activities which may cause and or lead to death, personal or animals injury 
and/or damage to the environment. 
2.UVC luminaires systems must only be sold and installed and replaced by professionals according to our stringent safety and legal requirements. 
3.When using this UVC product for indoor, please close the doors and windows, keep the room clean and dry, and reduce dust and moisture.
4.When UVC is irradiated on the object for a long time, it will cause irreversible damage to the object that is not UV resistant, and the object may undergo chemical or 
physical changes, such as the plastic items that are not UV resistant will become brittle and breakable. When using this UVC product, if there are UV-sensitive items such 
as oil paintings, plants, and utensils that are within the range of the upper air UV radiation, they should be covered, otherwise, they may be aged or damaged. 
5.The installation height of the UVC upper air device should refer to the user manuals and/or the mounting instructions. Within the range of ultraviolet radiation, if the wall 
or ceiling is a smooth reflective surface (such as mirrors, bright stainless steel, etc.), there is a risk that the ultraviolet rays will be reflected the safety area of below 2.1m. 
6. We do not promise or warrant that the use of the Products will protect any user from or prevent infection and/or contamination with any viruses, bacteria, protozoa, fungi,
illness or disease. 
7.There is high efficiency UVC generating device inside. No disassemble and open it except the professionals, as it may cause injury when ultraviolet rays are directly 
exposed to eyes or skin. Maintenance personnel need to wear professional uv protection goggles and skin protection before repair.
8.The UVC Products are not intended for and must not be used for medical purposes. 
9.In addition to and without limitation of any exclusions or limitations of liability of us as set forth in any agreement for the sale, distribution or otherwise making available 
of the UV-C lamp/fixture/devices, we shall have no responsibility or liability whatsoever for any claim or damage that may arise from or relate to any use of the UV-C lamp/
fixture/devices outside of their intended use or contrary to their installation and operation instructions, each as described in this document, the user manuals and/or the 
mounting instructions.
10.The product must be designated by the manufacturer's professional and technical personnel, other personnel are not allowed to dismantle or replace without authorization.

Add:  Floor 19/20, block B, building 4 Huaqiang Creative industrial park,biyan community, 
guangming street, guangming district, shenzhen
Tel: +86 755 27165559                  Fax: + 86 755 27543939

SHENZHEN GUANKE TECHNOLOGIES CO.,LTD

E-mail: info@gkuvc.com                Web: www.gkuvc.com
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Método de instalação
Características do 
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